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Question: 57
Click the Exhibit button.

You have configured an ADVPN that is operational. However, OSPF will not establish correctly across the ADVPN tunnels.
Referring to the exhibit, which two commands will solve the problem? (Choose two.)
A. [edit protocols ospf area 0.0.0.0] user@srx# set interface st0.0 dynamic-neighbors
B. [edit protocols ospf area 0.0.0.0] user@srx# set interface st0.0 topology advpn
C. [edit protocols ospf area 0.0.0.0] user@srx# set interface st0.0 interface-type nbma
D. [edit protocols ospf area 0.0.0.0] user@srx# set interface st0.0 demand-circuit
Answer: AD
Reference:
https://www.juniper.net/documentation/en_US/junos/topics/topic-map/security-auto-discovery-vpns.html
Question: 58
Which two modes are supported on Juniper Sky ATP? (Choose two.)
A. private mode
B. global mode
C. tap mode
D. secure wire mode
Answer: CD
Reference:
https://www.juniper.net/documentation/en_US/release-independent/sky-atp/topics/concept/sky-atp-about.html
Question: 59
You configured a security policy permitting traffic from the trust zone to the DMZ zone, inserted the new policy at the top of the list, and successfully
committed it to the SRX Series device. Upon monitoring, you notice that the hit count does not increase on the newly configured policy.
In this scenario, which two commands would help you to identify the problem? (Choose two.)
A. user@srx> show security zones trust detail
B. user@srx> show security shadow-policies from zone trust to zone DMZ
C. user@srx> show security match-policies from-zone trust to-zone DMZ source-ip 192.168.10.100/32 destination-ip 10.10.10.80/32 protocol
tcp source-port 5806 destination-port 443
D. user@srx> show security match-policies from-zone trust to-zone DMZ source-ip 192.168.10.100/32 destination-ip 10.10.10.80/32 protocol
tcp source-port 5806 destination-port 443 result-count 10
Answer: BD

Reference:
https://www.juniper.net/documentation/en_US/junos/topics/topic-map/monitoring-troubleshooting-security-policy.html
Question: 60
A user is unable to reach a necessary resource. You discover the path through the SRX Series device includes several security features. The traffic is
not being evaluated by any security policies.
In this scenario, which two components within the flow module would affect the traffic? (Choose two.)
A. services/ALG
B. destination NAT
C. source NAT
D. route lookup
Answer: AC
Question: 61
Malware that is detonated by the JATP sandbox must be able to communicate with the Internet without being able to harm your local network
resources.
Which statement is correct in this scenario?
A. The management interface must be connected to the Internet zone
B. The exhaust interface must be connected to the Internet zone
C. The honeypot interface must be connected to the Internet zone
D. The monitoring interface must be connected to the Internet zone
Answer: A
Reference:
https://www.juniper.net/documentation/en_US/release-independent/jatp/topics/topic-map/jatp-getting-started.html
Question: 62
Click the Exhibit button.

When attempting to enroll an SRX Series device to JATP, you receive the error shown in the exhibit.
What is the cause of the error?
A. The fxp0 IP address is not routable
B. The SRX Series device certificate does not match the JATP certificate
C. The SRX Series device does not have an IP address assigned to the interface that accesses JATP
D. A firewall is blocking HTTPS on fxp0
Answer: C
Reference:
https://kb.juniper.net/InfoCenter/index?page=content&id=KB33979&cat=JATP_SERIES&actp=LIST
Question: 63
You are configuring transparent mode on an SRX Series device. You must permit IP-based traffic only, and BPDUs must be restricted to the VLANs
from which they originate.
Which configuration accomplishes these objectives?
A.

B.

C.

D.

Answer: B
Reference:
https://www.oreilly.com/library/view/juniper-srx-series/9781449339029/ch06.html
Question: 64
Click the Exhibit button.

Referring to the exhibit, which three topologies are supported by Policy Enforcer? (Choose three.)
A. Topology 3
B. Topology 5
C. Topology 2
D. Topology 4
E. Topology 1
Answer: ADE
Reference:
https://www.juniper.net/documentation/en_US/junos-space17.2/policy-enforcer/topics/concept/policy-enforcer-deployment-supported-topologies.html
Question: 65
Click the Exhibit button.

Which type of NAT is shown in the exhibit?
A. NAT46
B. NAT64
C. persistent NAT
D. DS-Lite
Answer: B
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