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Question: 50
Click the Exhibit button.

Referring to the exhibit, what information is forwarded to syslog after you enter the scripted install commands? (Choose two.)
A. command history
B. EMS messages
C. AutoSupport messages
D. SNMP traps
Answer: AC
Reference:
https://www.netapp.com/media/10674-tr4569.pdf
Question: 51
You install a 4-node cluster with an AFF A400 HA pair and a FAS8300 HA pair. After setup, you are asked to review the audit logs on each
controller from a Web browser.
In this scenario, which method provides access to the logs from a Web browser?
A. ACP
B. ADP
C. DNS
D. SPI
Answer: D
Question: 52
In an ONTAP 9.7 cluster, which LIF role is used for sending AutoSupport, establishing Network Time Protocol (NTP), and loading software
updates?
A. cluster management LIF
B. node management LIF
C. data LIF
D. cluster LIF
Answer: B
Reference:
https://docs.netapp.com/ontap-9/index.jsp?topic=%2Fcom.netapp.doc.dot-cm-nmg%2FGUID-DFFBE8D9-E824-4085-8FA224E367288CB8.html
Question: 53
You have an AFF All SAN Array (ASA) cluster that is running ONTAP 9.7. The cluster is configured for Active Directory domain controller
access using a domain tunnel.
In this scenario, which two licenses are enabled on the cluster? (Choose two.)
A. iSCSI
B. CIFS
C. NVMe
D. FCP

Answer: BD
Question: 54
You are asked to add a new HA pair to an existing 2-node switchless AFF A220 cluster. You must first convert to a 2-node switched cluster
using Broadcom BES53248 cluster switches.
Which two conditions must be fulfilled before you start the migration? (Choose two.)
A. All cluster LIFs must be in the up state and on their home ports.
B. The Enabled Switchless Cluster option must be manually set to false.
C. All cluster LIFs must have an MTU size of 1500.
D. The 2-node switchless configuration must be properly set up and functioning.
Answer: AD
Reference:
https://docs.netapp.com/platstor/index.jsp?topic=%2Fcom.netapp.doc.hw-sw-ix8-migrate-2n%2FGUID-81FD5EDF-8902-40EA-905069358426CB6F.html
Question: 55
While testing a recently installed FAS8700 cluster, a node fails. You now need to replace the impaired node.
In this scenario, which two statements are true? (Choose two.)
A. You must move the boot device from the impaired node to the replacement node.
B. The boot device must remain intact and must not be removed from the impaired node.
C. You can change any drives or disk shelves as part of this replacement procedure.
D. A controller model of the same type must be used to replace the impaired node.
Answer: AD
Reference:
https://library.netapp.com/ecm/ecm_download_file/ECMP1147156
(2)
Question: 56
Click the Exhibit button.

A customer has two Cisco 40GbE data switches. They want to connect the switches to an AFF A400 HA pair. The switches and the AFF
A400 are approximately seven meters apart.
Referring to the exhibit, which two supported actions would allow you to accomplish this task? (Choose two.)

A. Relocate the switches or the AFF A400 so that the distance is less than five meters.
B. Install 10 meter NetApp supported copper cables.
C. Change the requirement for Ethernet cables.
D. Change the requirement for optical cables.
Answer: BC
Question: 57
You are installing a new AFF A400 cluster and need to access the cluster management LIF from a remote subnet with the fully qualified
domain name (FQDN) a400.lab.netapp.com.
In this scenario, which two network components must be configured to log in to ONTAP System Manager from the remote subnet? (Choose
two.)
A. route
B. NTP
C. DNS
D. VLAN
Answer: AC
Question: 58
Click the Exhibit button.

As shown in the exhibit, you have an 8-node ONTAP 9.7 cluster. You are asked to set up a SnapMirror volume relationship between node-1
and node-8 in the same cluster.
In this scenario, which two network components are used by the SnapMirror volume? (Choose two.)
A. private network
B. cluster LIFs
C. client network
D. management LIFs
Answer: AB
Question: 59
Click the Exhibit button.

You are adding new DS224C shelves in a new stack to your cluster with FAS8060 controllers running ONTAP 9.7.
Referring to the exhibit, which two actions should be performed to the cluster before installing the new shelves? (Choose two.)
A. Move the SAS cables to a new stack.
B. Enable in-band ACP.
C. Remove the Ethernet cables.
D. Disable out-of-band ACP.
Answer: AD
Question: 60
You want to verify that connections are cables correctly and that shelf IDs are unique within an HA pair.
Which tool would be used to accomplish these tasks?
A. System Diagnostics
B. Cloud Insights
C. Active IQ Config Advisor
D. Active IQ Unified Manager
Answer: A
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