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Question #43 Section 1
Refer to the exhibit, which contains a partial output of an IKE real-time debug.

Based on the debug output, which phase-1 setting is enabled in the configuration of this VPN?
A. auto-discovery-receiver
B. auto-discovery-forwarder
C. auto-discovery-sender
D. auto-discovery-shortcut
Answer: B
Question #44 Section 1
Which statement describes IPS adaptive scanning?
A. Downloads signatures on demand from FDS based on scanning requirements.
B. Determines when it is secure enough to stop scanning session traffic.
C. Determines the optimal number of IPS engines required based on system load.
D. Choose a matching algorithm based on the type of inspection being performed.
Answer: B
Question #45 Section 1

Refer to the exhibit, which contains the output of a debug command.
Which two statements about the exhibit are true? (Choose two.)
A. The OSPF routers with the IDS 0.0.0.69 and 0.0.0.117 are both designated routers for the wan1 network.
B. The interface ToRemote is a point-to-point OSPF network.
C. The local ForitGate is the backup designated router for the wan1 network.
D. The OSPF router with the ID 0.0.0.2 is the designated router for the ToRemote network.
Answer: BC
Question #46 Section 1
Which configuration can be used to reduce the number of BGP sessions in an IBGP network?
A. Next-hop-self
B. Route reflector
C. Neighbor group
D. Neighbor range
Answer: B
Question #47 Section 1

Refer to the exhibit, which contains partial outputs from two routing debug commands.
Why is the port2 default route not in the second command's output?
A. It has a lower priority value that the default route using port1.
B. It has a higher priority value than the default route using port1.
C. It is disabled in the FortiGate configuration.
D. It has a higher distance than the default route using port1.
Answer: D
Question #48 Section 1

Refer to the exhibit, which contains the output of a diagnose command.
Which two statements about the output are true? (Choose two.)
A. This is an expected session created by a session helper.
B. This is an expected session created by an application control profile.
C. Traffic in the original direction (coming from the IP address 10.171.121.38) will be routed to the next-hop IP address 10.0.1.10.
D. Traffic in the original direction (coming from the IP address 10.171.121.38) will be routed to the next-hop IP address 10.200.1.1.
Answer: AD
Question #49 Section 1
Refer to the exhibits, which contain configuration on FortiGate and partial session information.

All traffic to the Internet currently egresses from port1. The exhibit shows partial session information for Internet traffic from a user on the internal
network.
If the priority on route ID 1 were changed from 5 to 20, what would happen to traffic matching that user's session?
A. The session would remain in the session table, but its traffic would now egress from both port1 and port2.
B. The session would remain in the session table, and its traffic would still egress from port1.
C. The session would remain in the session table, and its traffic would start to egress from port2.
D. The session would be deleted, so the client would need to start a new session.
Answer: C
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